
Corazza is able to project, produce and sell

worldwide a complete range of buckets suited

to match the most common customer needs as

well as developing custom-made solutions for

specific requirements.

Manufactured with an in depth knowledge and

utilisation of various types of special wear steel,

HARDOX® 450/500, these buckets are cha-

racterised by their high wear resistance and

strength, making them suitable for working any

type of terrain.

CORAZZA S.r.l. 
Via Calderozze, 26 · Gaiarine/TV · Italy  · Tel. +39 0434 75097 r.a. · Fax +39 0434 758649 · info@corazzabenne.com

www.corazzabenne.com · www.corazzabuckets.com
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Excavator Buckets

Excavator Buckets

MINING APPLICATION
HARDOX WEARPARTS

“A solution to all needs”. This is the synthesis 
of Corazza, a company that from over 40 years projects, produces 

and sells special attachments for Earth Moving sector, for Quarrying, 
for Mining and all the applications where a product with efficient 

wear solutions, wisely manufactured in Hardox, is needed. 
A leading Company, worldwide known for his competence, quality, 

technical skills, flexibility on the design and deep know how, 
developed together with innovative managing strategies.
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QUARRYING

EGYPT

HARDOX wear plate meets strict demands on wear resistance. The unique combination of consistence and high
hardness, high strength and excellent toughness makes the material well suited for the use in manufacturing such
tools.
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Bucket suited to the excavation and loading of light to
medium weight loose soils such as non compacted sand,
gravel up to 60mm and soils with low clay content. The
width of the bucket depend on the conditions of the 
terrain and the desired dimensions of the trench. It is
equipped with standard teeth and can be designed to
suit any type of quick coupling mechanism.

Features a particular shape for increased capacity with
high penetration and increased wear resistance. This
bucket is recommended for use with compacted, heavy
soils with light rock content, shale or slate, layered sand
o river gravel. It is equipped with standard teeth and 
can be designed to suit any type of quick coupling
mechanism.

Load shaped, it is suited for excavating and handling
highly abrasive and rocky materials. Manufactured mostly
in HARDOX® 450 wear resistant steel it is particularly
strong and resistant to knocks and wear. It is equipped
with standard teeth and can be designed to suit any 
type of quick coupling mechanism.

Longer shape facilitates penetration and decreases 
digging resistance, it is ideal for the excavation of rocky
and highly abrasive materials as well as the loading and
handling of rocks. Manufactured mostly in HARDOX®

450 wear resistant steel it is particularly strong and resi-
stant to knocks and wear. It is equipped with standard
teeth and can be designed to suit any type of quick 
coupling mechanism.

Bucket designed for the selection of rocky materials. Bars
are spaced according to the size of the materials being
handled. The bucket is supplied with bars made from
FE510 steel or HARDOX® 450 wear resistant steel
depending on the abrasiveness of the materials being
handled. The bucket is also used for materials on demo-
lition sites. It can be equipped with either standard or
rock teeth and can be designed to suit any type of quick
coupling mechanism.

Bucket suited for the excavation and handling of rocky
and highly abrasive materials. Apart from the excavation
of rocks it’s long shape and reinforced sides make it 
suitable for the handling and loading of rocks.
Manufactured mostly in HARDOX® 450 wear resistant
steel it is particularly strong and resistant to knocks and
wear. It is equipped with rock teeth it can be designed 
to suit any type of quick coupling mechanism.

Suited to the handling, detachment and loading of rocks
and blocks. Manufactured to a greater part in HARDOX®

450 wear resistant steel it is particularly strong and 
resistant to knocks and wear. The countersunk profile
and prolonged blade facilitate the handling of rocks and
large blocks. Ideal for working on mountain river beds
and banks or the creation of marine reefs. With a further 
lateral reinforcement the PALANCHINO model is used
in quarries for detaching, transporting and loading
blocks.

Elongated bucket which allows working under crossing
such as methane pipelines, telephone and electricity
cables. Supplied either with or without teeth and can be
designed to suit any type of quick coupling mechanism.

Designed for the cleaning and construction of emban-
kments it is particularly suited to agricultural application
for the maintenance of channels and water drains as well
as embankments and roadsides. It is also used for loa-
ding and excavating loose materials such as rubble and
light gravel.

GENERAL PROPOUSE BUCKET GP

HEAVY DUTY BUCKET HD

ROCK LOADING BUCKET XHD

ROCK BUCKET XPD

SKELETON BUCKET SK

BLOCK BUCKET BB

SCOGLIERA-PALANCHINO BUCKET

TRENCHES BUCKET BL

CHANNEL CLEANING BUCKET DC

Bucket manufactured in various shapes, according the
application: excavation, loading or finishing. It is fitted
with an independent hydraulic system which allows 45°
tilting both left and right. It is higly valued for it’s extreme
versatility when working on excavations, stripping, and
finishing work on embankments.

Bucket used for excavating road trenches, roadside 
ditches and channels. Its particular shape enable perfect
finishing for channel or ditch embankments. It is supplied
with various degrees according to needs and applications
and can be fitted with teeth for particularly difficult 
terrains.

Particularly suited for ripping work on very hard terrain or
rock and where considerable wear resistance is required.
Manufactured entirely from thickened HARDOX®

450/400 and WELDOX® 700 structural steel and fitted
with rock tip HD it can be designed to suit any type of
quick coupling mechanism.

TILTING  BUCKET SW

TRAPEZIUM BUCKET EG

RIPPER TR


